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1. Introduction 

Research background: Next generation fixed wireless broadband networks have immensely 
been deployed as mesh networks in order to provide and extend access to the internet. The-
se networks are characterised by the use of multiple orthogonal channels available within 
the industrial, scientific and medical (ISM) liscensed-free frequency bands. Nodes in the 
network have the ability to simultaneously communicate with many neighbours or stream 
different versions of the same data/information using multiple radio devices over orthogo-
nal channels thereby improving effective “online” channel utilisation (Kodialam & 
Nandagopal, 2005). The ability to perform full duplex communication by individual multi-
radio nodes without causing network interference has also been achieved through decen-
tralized transmission power control schemes in (Olwal, 2010; Olwal et al., 2011). Allen et al. 
(2007) alluded that multiple radios that receive versions of the same transmission may to-
gether correctly recover a frame that would otherwise be lost based on multipath fading, 
even when any given individual radio cannot. Many such networks emerging from stand-
ards such as IEEE 802.11 a/b/g/n and 802.16 are already in use, ranging from prototype test-
beds (Eriksson et al., 2006) to complete solutions (Mesh Dynamics, 2010). 

The increasing question is how the theoretical capacity of such static multi-radio multi-
channel (MRMC) network scales with the node density, irregularity of the terrain and the 
presence of tree foliage (Intini, 2000). In their seminal work, Gupta and Kumar (2000) de-
termined the capacity of single radio single channel networks. Their findings have been later 
extended to derive the capacity bounds of the MRMC configurations of a network scope by 
Kyasanur and Vaidya (2005). In addition, the link throughput performance parameters in 
IEEE 802.11 networks have also been discussed in Berthilson & Pascual (2007). However, the 
considered MRMC network architecture has so far been presented with a number of imprac-
tical assumptions. The first assumption asserts that the location of nodes and traffic patterns 
can be controlled in arbitrary networks. The second assumption claims that channel fading 
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can be excluded in the capacity analysis such that each frequency channel can support a 
fixed data rate. Lastly, nodes are randomly located on the surface of a torus of unit area to 
avoid technicalities arising out of edge effects. However, in realistic networks, location of 
nodes is determined by the irregularity of the terrain, the presence of tree foliage (Tse & 
Viswanath, 2005), and users‘ needs and their locations (Makitla et al., 2010). Moreover, typi-
cal rural based wireless networks can be described by (i) long single hop links, (ii) limited 
and unreliable energy sources, and (iii) clustered distribution of Internet users (Ishamel et 
al., 2008). 

In order to address some of these issues and obtain high network throughput performance, 
high performance nodes (HPNs)TM for community-owned wireless mesh networks, have 
been implemented in most parts of rural South Africa (Kobus, et al., 2009). The innovation 
as shown in Figure 1, has been developed by the CSIR Meraka Institute and it provides high 
network throughput (capacity). The HPNTM is an IEEE 802.11 based multi-interface node 
made up of three interfaces or radio devices and controlled by an embedded microcontroller 
technology (Makitla et al., 2010). To ensure high speed performance, the innovation has the 
first radio interface card attached to a 5 GHz directional antenna for backhaul mesh routing, 
the second interface card is connected to a 5 GHz omni-directional antenna for backhaul 
mesh connectivity and access. The third radio interface card is attached to a 2.4 GHz omni-
directional antenna for mesh client access network. As shown in Figure 2, the HPN block 
diagram has a weather proof Unshielded Twisted Pair (UTP) connector at the bottom of the 
node that provides Power-Over-Ethernet (PoE) and Ethernet connectivity to the HPN. To 
attach the HPN to a pole or a suitable structure,  a mounting bracket is fixed at the back of 
the router (See Makitla et al., 2010) for other operational details.  The HPNs are often in-
stalled on roof tops, street poles and buildings of villages, local schools, clinics, museums 
and agricultural farmlands.  

 

 
Figure 1. High performance node (HPN)TM (Makitla et al., 2010) 



 
Achievable Capacity Limit of High Performance Nodes for Wireless Mesh Networks 

 

151 

 
Figure 2. Block diagram of HPNTM (Makitla et al., 2010) 

In this study, we shall concentrate on the backhaul terminal connectivity of the HPNs. The 
backhaul terminal connectivity offers aggregated traffic volumes of all flows within the 
network. The traffic flows traverse long links between any two HPNs and are faced with 
severe climatic conditions. Thus, evaluating the capacity limits of such links provides useful 
inputs toward optimal design of the cross-layer protocols. Figure 3 illustrates the broadband 
for all (BB4allTM) architecture of a single wireless link based on two HPNs (that is, Node A 
and Node B) with end to end (E2E) Ethernet cable. 

 
Figure 3. Single link architecture of HPNs 



 
Wireless Mesh Networks – Efficient Link Scheduling, Channel Assignment and Network Planning Strategies 

 

152 

Research problem or questions: The main problem constitutes the need to increase capacity of 
community owned existing wireless broadband networks so that network users can scale 
without losing any connectivity and multimedia services can be provided in remote and 
rural areas (Mekuria et al., 2012). This problem is further subdivided into a number of 
research questions. Firstly, what is the achievable capacity limit of the HPNs based on IEEE 
802.11a air interface under multipath fading channels (Tse & Viswanath, 2005)? Secondly, 
what is the achievable capacity limit of the HPNs based on IEEE 802.11n air interface under 
multi-input multi-output (MIMO) fading channels? Thirdly, what is the achievable end-to-
end (E2E) capacity limit in HPNs in community mesh networks under:  regular, irregular, 
and clustered node placements? The study assumes that there is no frequent channel 
switching even though the number of channels may be greater than the number of radios 
per node (Olwal, 2010). This implies that, non overlapping channels are assigned statically 
to available radio devices over a transmission period. Statically assigned channel over a 
given interval is a reasonable consideration since there is high probability that traffic 
volumes in rural areas are low compared to urban areas most of the times. 

Research objectives: In order to investigate the capacity performance of the HPNs, the first 
aim of this chapter is to characterize the impact of multipath and MIMO fading channels on 
achievable theoretical capacity limits of single links IEEE 802.11a and IEEE 802.11n based 
standards. The second aim is to derive the impact of number of interfaces and channels per 
each HPN on the E2E capacity limits of BB4allTM mesh networks. This objective is achieved 
by considering a varying node density over a fixed deployment area, and the rate of a single 
wireless link that depends on the physical communication barriers. 

Methodology: In order to achieve these objectives, firstly, the per link capacity limit under 
frequency selective channel is developed using conventional approaches in literature. The 
analytical capacity results of the BB4allTM architecture are numerically compared to IEEE 
802.11a standard data sheet in order to understand the performance gain of HPNs. 
Secondly, the per link capacity limit for MIMO fading channels is developed and the results 
are numerically compared to IEEE 802.11n standard data sheet in order to show case the 
benefits of HPNs. Thirdly, given a typical rural community network with a pre-defined 
deployment area having varying node density, the impact of interfaces and channels per 
node on the capacity of BB4allTM mesh architecture is derived. The capacity limits of regular, 
irregular and cluster network topologies are obtained and compared with results from 
Kyasanur and Vaidya (2005) for arbitrary networks. 

Research results: Analytical results indicate that the multipath fading channels and MIMO 
channels can be exploited to improve channel diversity in community mesh networks. 
Diversity improves capacity of wireless links over multiple paths and through multiple 
frequency channels.  For regular, irregular and clustered node placements, the following 
analytical results were obtained for the upper bound end-to-end capacity limit, respectively,  
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Here, R is the single link rate in bits/s computed by taking into account multipath effects and 
innovative HPNs built-in structure, n is the number of HPNs, m is the number of radio 
interface cards per each HPN, c is the number of frequency channels that do not cause 
interference in duplex communication, 0 1p  is the irregularity rate (probability) of HPN 
placement, and is the HPN distribution density that is varied over a fixed deployment area.  

The rest of the chapter is organised as follows. Section 2 provides a description of a typical 
rural community mesh network in which the BB4allTM architecture proposal can be applied. 
In Section 3, issues of theoretical capacity limits for single links are discussed. Section 4 
analyses upper bound capacity limits for mesh networks in real deployments. Section 5 
furnishes the numerical capacity limit of a selected real network in a given rural area size. 
The chapter is concluded with highlights of the main contribution of this study and future 
research and development (R&D) perspectives. 

2. Rural community mesh network: A case of Peebles valley mesh in 
South Africa 

Peebles valley mesh (PVM) is a typical rural community mesh network that is funded by the 
International Development Research Centre (IDRC) and is deployed in Mpumalanga prov-
ince in South Africa (Johnson, 2007). The conventional PVM network, consists of nine (9) 
single radio nodes, and covers an area of about 15 square kilometres in Masoyi tribal land. 
The Masoyi tribal land is located at the North East of White River along the road to the Kru-
ger National Park in South Africa. The land is hilly with some large granite outcrops and it 
has a valley that stretches from the AIDS care training and support (ACTS) clinic and di-
vides the wealthy commercial farms from the poorer Masoyi tribal area.  The Masoyi com-
munity is underserviced with lack of tarmac roads and most houses are lacking running 
water. However, there is unreliable electricity present in the Masoyi area. The power outag-
es occur on average one outage in seven days and might even last up to a full day (i.e., 24 
hours). Albeit the government subsidizes the cost of electricity, a large population cannot 
afford electricity fees due to the low economic levels of the area. ACTS clinic (a non-
governmental organization sponsored clinic) provides medical services to AIDS patients, 
counseling, testing and Anti-retroviral (ARV) treatment (Johnson & Roux, 2008).  

Figure 4 demonstrates architecture of the PVM network when HPNs are deployed. In this 
figure, the clinic connects to surrounding schools, homes, farms and other clinic infrastruc-
ture through a mesh network. The network is seen as community asset with some of the 
equipment at key nodes are actually belonging to the community. In this area mesh connec-
tivity offers:  

 Scalable connectivity to the hilly terrain, over multiple hops based long distances and 
through non line of sight (NLOS).  

  Auto-configurable traffic routing mechanisms with minimal human interventions. This 
feature ensures network sustainability in an area with apparent low skilled technical-
personnel who cannot regularly maintain the network. 
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 Auto-organizable connectivity against severe climatic conditions that commonly cause 
links, nodes, and network failures in the area.  

 
(Source: http://wirelessafrica.meraka.org.za/) 

Figure 4. Mesh network architecture at Peebles valley in South Africa 

Traditionally, the PVM is endowed with VSAT link that provides the network at the clinic 
with 2 Gbits per month at a download rate of 256 kbps and an upload rate of 64 kbps (John-
son & Roux 2008). The clinic provides 400 Mbps per month available to the single radio 
mesh network. The single radio mesh has nine users (mesh routers) so that each user (mesh 
router) receives about 44.4 Mbps per month on average. This traffic bandwidth drops down-
stream the network from the satellite gateway to the terminal users. This is due to lack of 
single radio network resiliency against effects of wireless multipath. However, in this doc-
ument we believe that the design of the HPNs making the BB4allTM architecture can be a 
suitable candidate for improved capacity in multipath environment (BelAir Networks, 
2006). As a result high data rates as the network scales away from the satellite gateway can 
be realized in the PVM deployment. The HPNs utilize the multiplicity of the low cost radio 
devices and non-overlapping channels to improve capacity delivered across the network. 

Thus, the BB4allTM architecture constitutes a gateway connected to the internet via Sentech 
VSAT to the Peebles valley or ACTS clinic. Within the ACTS clinic there can be mesh 
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servers, personal computers as the mesh clients and HPNs may be installed to serve as 
wireless routers  that link ACTS clinic accommodation flats to USAID offices about 1 Km 
away. The HPN link can connect Legogote Hospice and USAID premises about 3.35 Km over 
the valley via the Nurse house. The link over the valley between the USAID and Sakhile high 
school is about 2.4 Km. The link from Sakhile high school to the Legogote Hospice is about 4.6 
Km, and the distance from high school to the farmers’ houses is about 5.55 Km over the 
Peebles valley. It is also anticipated that the mesh network will expand to public clinics and 
schools that are farther way even up to 25 Km from the ACTS clinic center in the near future. 

In conclusion the rural PVM project has triggered further insights for newer research, devel-
opment and innovation. The terrain irregularity, the long distances, the tree foliage coupled 
with the need for high capacity Internet provision in rural communities are the key drivers 
for the BB4allTM connectivity solution. It is also noted that clear understanding of classical 
physical channel models combined with innovative ICT products is expected to promote 
sustainable internet services to billions including previously disadvantaged subscribers 
(Mekuria et al., 2012). 

3. Achievable capacity limit for a single link with multipath fading 
In order to realize long distance coverages by single links with multipath effects in wireless 
mesh networks in rural areas, the IEEE 802.11a and IEEE 802.11n standards commodity 
devices can be used. This is because these devices are off-the-shelves, operate in multiple 
ISM channel bands and are affordable to the rural communities (Kyansanur & Vaidya, 
2004). That is to say that only fewer radio interface cards at each node are needed than the 
number of non-overlapping frequency channels freely available. Kyasanur and Vaidya em-
phasized how expensive it could be to equip a node with one interface card for each fre-
quency channel. The IEEE 802.11a standard, for example, offers 24+ non-overlapping chan-
nels and configuring a commensurate number of radio interface cards on each node might 
be unnecessary costly. As a result, many IEEE 802.11 interface cards can be switched from 
one channel to another, albeit at the cost of a switching delay. Moreover, the advantage of 
eliminating frame losses due to path-dependent (e.g., multipath fading effects), location-
dependent (e.g., noise effects), and statistically independence between different receiving 
radios can be achieved by using multi-radio diversity principle (Miu, Balakrishnan & 
Koksal, 2007). The idea is that even when each individual reception of a data frame is erro-
neous, it might still be possible to combine the different versions to recover the correct ver-
sion of the frame. In this study, the question to be addressed is that what is the capacity 
expression for single links with multipath effects in a rural based wireless mesh network. It 
is understood that most of previous studies solve capacity problem with simple channel 
models that may not reflect the true wireless channel conditions (Gupta & Kumar, 2000). 

3.1. IEEE 802.11a air interface 

The standard IEEE 802.11a specifies an over-the-air interface between two wireless routers 
or between a wireless client and a router. It provides up to 54 Mbps in the 5 GHz frequency 
band and uses an orthogonal frequency division multiplexing (OFDM) encoding scheme. 
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This implies that a frequency selective channel is the most suitable approach to model the 
IEEE 802.11a air interface (Tse & Viswanath, 2005). This is because a frequency selective 
channel perfectly captures effects of multipath on signal propagation (i.e., due to terrain 
irregularity and tree foliage). The OFDM scheme is basically the preferred method to the 
frequency hopping spread spectrum (FHSS) or direct sequence spread spectrum (DSSS) 
schemes due to its robust performance over multipath. In this context, the IEEE 802.11a 
radio interface cards (Intini, 2000) make use of OFDM to provide high capacity over parallel 
wireless channels. In their definition, Tse and Viswanath (2005) states that a parallel channel 
is a channel which consists of a set of non-interfering sub-channels, each of which is cor-
rupted by independent additive white Gaussian noise (AWGN). 

To obtain the capacity over single link wireless medium, we assume each mth sub-channel 
of a parrallel channel is allocated a waterfilling power mp  such that the average power 
constraint P is still met on each input OFDM symbol to the multipath channel.  Also 
consider that the AWGN power level to a parallel channel is 0N  and the co-channel 
interference caused by neighbouring transmissions is denoted as I . These parameters may 
be held constant in practice considering that most rural network applications are 
characterized by constant and low interference levels (Ismael et al., 2008). Then, the 
maximum capacity per every OFDM symbol of a reliable communication over cM parallel 
streams or subcarriers is given by: 
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whereby the achievable capacity per link in bits/s/Hz for each parallel stream is written as 
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Resulting from (2), the link capacity of a propagating OFDM signal over a wireless multi-
path channel is expanded in terms of the exponential function of the channel gain:  
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The achievable capacity of IEEE 802.11a air interface in terms of antenna gains (each antenna 
system for each radio interface), the range distances, the path loss exponent, the path multi-
plicity, and over the total bandwidth, W is defined as: 
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From (4), P is the maximum power allowed per sub-carrier, L is the number of paths 
associated to each sub-carrier and   is the path loss exponent. We denote antenna  as the 
combined antenna gain which is simply the product of the transmitter and the receiver 
antenna gains, 0d is the reference distance (Abhayawardhana et al., 2007). The combined 
antenna gain is thus, expressed as: 

 antenna antennaTxT antennaRxV        (5) 

Inserting the result in (5) into the expression in (4) reveals that the higher the combined 
antenna gain, the higher the achievable link capacity. The improved antenna gain is the 
main attractive feature that the HPN based BB4allTM architecture offers to the conventional 
standards (Makitla, Makan & Roux, 2010). From (3), to view effects of frequency 

/ cf nW M  on the time invariant wireless channel mh , the known Fourier Transform 
(Bracewell, 1986) can be invoked: 
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where 0,f W    . It should be deduced from the exponential relation that lowering f  
increases the gain in (6) that in turn increases the capacity limit in (4). Suppose we let that 
between any two mesh nodes directly connected there exists a clear line of sight (LOS) as it 
is the usual case in a mesh network. Then, the following multipath channel simplification 
can be made: 
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Based on these simplication, it is worthwhile noting that effects of multipath often produce 
inter-symbol interference (ISI), signal attentuation and multipath echoes. This leads to sig-
nificant capacity drops.  Fortunately, the OFDM communication exploits these channel  
diversity to improve capacity. Therefore, joint OFDM and HPN structural configurations 
can be utilised for capacity improvement in rural based networks. 

3.2. IEEE 802.11n air interface 

In the case of IEEE 802.11n air interface, the model of the wireless channel is characterized 
by antenna arrays with LOS and reflected paths as shown in Figure 5. The difference with 
IEEE 802.11a air interface is that multiple antennas are required at both transceivers when 
constructing the IEEE 802.11n HPNs. In this way, the LOS and reflected paths present wire-
less channel diversity that multi-input multi-output (MIMO) techniques need to exploit for 
channel capacity enhancement.  In particular, if the direct path is denoted as path 1 and the 
reflected path is denoted as path 2, then the channel H  is given by the principle of superpo-
sition (Franceschetti et al, 2009): 
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, where tn  is the number of transmit antennas, rn is the 

number of receive antennas and c is the wavelength of the pass-band transmitted signal. 
The distance between the transmit antenna 1 and recieve antenna 1 along path i is denoted 

by  id .  Figure 5 illustrates transmit and receive antenna arrays that is seperated by a 

concatenation of two channel 'H and ''H  with virtual relays A and B. According to 
expression (8) and Figure 5, the unit spatial signature in the directional cosine   (i.e., 

cos   ) is defined as follows: 
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Figure 5. A MIMO channel with a direct path 1 and a reflected path 2. The channel is a concatenation of 
two channels H' and H'' with virtual relays A and B 

From (9), the notation   is the angle of incidence of the LOS onto the receive antenna array 
and a  is the signal attenuation. In a reasonable sense, the condition that as long as 
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then the matrix H  is of rank 2 holds. That is, the maximum number of independent rows or 
columns of the matrix is 2. Based on the defined condition, we let t t tL n    and 

r r rL n    whereby tL  and rL are normalized lengths of transmit and receive arrays, 
respectively. As a subsequence, the implication is explained as follows. When the number of 
antennas in each HPN is increased for any fixed normalized length of arrays, the factor 
denoted by   will decrease and from the modulo operation, the directional cosine denoted 
by will increase proportionately. This might cause ill-conditioned H with impossible 
inverse. To make H  well-conditioned so that its inverse can be computed, the angular 
separations t  and r  should  satisfy the following: 

 2 1 2 1cos cos , and cos cos , .t t t t t t r r r r r rL n L n              (10) 

Moreover, in order to view the influence of multipath, H  is re-written as  '' 'H H H , where
'H  is a 2 by tn  matrix while ''H  is an rn  by 2 matrix. Consequently, the capacity limit of 

the channel with LOS and reflected paths in an HPN based mesh link is given as: 
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Suppose fading channels are assumed, then the single link of IEEE 802.11n based HPNs can 
be characterized by stochastic channel behaviours. Statistical MIMO channel models are 
adopted to capture the key properties that enable spatial multiplexing (Tse & Viswanath, 
2005). For instance, given an arbitrary number of physical paths between the transmitter and 
the receiver, the channel matrix H may be written as: 
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where b
ia ,  r e  and   t e  take the definition provided in (9). From (11) and without loss of 

generality, the capacity limit of the MIMO multipath fading channel can similarly be written as: 
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In conclusion, if the number of physical paths is two then the expression of capacity over 
multipath phenomenon (13) simply reduces to the expression (11) of the direct and reflected 
paths. Clearly from expression (13), one notes that increasing the multiplicity of paths of a 
single wireless link and the number of antennas at each HPN in (11) or (13) will increase the 
capacity limit of the wireless mesh links, depicted in (4) due to MIMO technology benefits. 

4. Achievable capacity limit of HPNs in a mesh network 

4.1. Practical considerations 

In order to obtain the achievable capacity bound for the HPN (the dual channel dual radio) 
based mesh network we consider a typical static wireless mesh network. Suppose the 
network is assumed to consist of varying n  number of HPNs upto 50 nodes with a fixed 
area of deployment region (i.e., 5 Km by 5 Km). Also to generalize our derivations and only 
apply specific cases later with numerical examples, we employ the approach presented by 
Kyasanur and Vaidya (2005) in order to investigate the impact of number of channels and 
interfaces on the capacity of multi-channel wireless networks. In our derivations, the term 
“channel” will refer to a part of frequency spectrum with some specified bandwidth and the 
term “radio” will mean the network interface card. Let us assume that the HPNs based 
mesh network has c channels and every node is equipped with m  interfaces so that the 
relation between the number of interface cards and channels is 2 m c  . Each interface card 
can only transmit and receive data on any one channel at a given time, that is half-duplex 
communication. Thus, the mesh network of m  interfaces per node, and c channels will be 
noted as  ,m c -network. Suppose each channel can support a fixed data rate of

multipathR R , independent of number of non-overlapping channels of the network. Then, 
the total data rate possible by using all c non-overlapping channels is Rc . The number of 
non-overlapping channels can be increased by utilizing extra frequency spectrum of the 
standard technologies. For example, IEEE 802.11a standard technology uses 5 GHz band 
and has a capability of 24+ non-overlapping channels (c = 24+) each of 20 MHz bandwidth 
size (W = 20 MHz). Moreover, the IEEE 802.11n standard technology implements MIMO 
channels with bandwidth size of 40 MHz (Cisco systems, 2011). 

4.2. Capacity limit for regular placement in real network 

Consider Figure 6 that shows the topology of HPNs up to a maximum of 50 nodes placed 
regularly in a 5km by 5km of an area. This network scenario reflects a typical wireless mesh 
network set-ups in rural and remote areas where inter node distance is large and the land-
scape affects network performance. It should be seen that the separation distance between 
the source and the destination HPNs are assumed to take the longest route with a mean line 
joining the two nodes computed to be 6505 m. The regular placement of nodes ensures that 
there are no any two HPNs that are placed within a radius less than 700 m. The main reason 
for this decision is to avoid interference between close neighbours. It will be discussed in 
detail how this placement criteria is ensured using the carrier sense multiple access with 
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collision avoidance (CSMA/CA) in IEEE 802.11 standards (IEEE 802.11 standard working 
group, 1999). In this topology setting, the regular placement of nodes on a fixed area will be 
termed as an arbitrary network. That is, the location of nodes and traffic patterns can be 
controlled as introduced by Gupta and Kumar (2000). Controlling nodes’ placement loca-
tions and the traffic patterns makes the derived capacity bounds to be viewed as the best case 
capacity bounds with results remaining applicable to any network. As introduced by Gupta 
and Kumar, the aggregate end to end network throughput over a given flow or a set of flows 
is measured in terms of “bit-meters/sec”. That is the network is said to transport one “bit-
meter/sec” when one bit has been transported across a distance of one meter in one second. 

Theorem 1: The E2E upper bound on capacity of a statically assigned channel network of 

type  ,m c -arbitrary regular placement of nodes when,  c n
m

  , is given as mcnR


 
  
 

, 

bit-meters/sec. 

Proof: For the best case capacity limit, let’s assume that multiple interfaces of HPNs receive 
and transmit on interference free channels. This assumption is reasonable with the HPNs 
that transmit directionally but receive and ensure connectivity omnidirectionally. As the 
number of channels is much larger than the number of interfaces. Thus, given that each 
HPN has a constant radio range, the spatial reuse is considered to be proportional to the 
physical area of the network. Let the node density  be uniform with distribution regularity 
equals to one (i.e., probability equals to one) throught the deployment area. 

 
Figure 6. Regular placement of HPNs in a 5 km x 5 km 
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The physical area of deployment, A , can be related to the total number of HPNs by nA


 . 

Consider also that, the capacity of each channel, R , is proportional to the physical area in 

accordance to the relation, nR kA k


  for some constant k (in bits/s/square meters). Sup-

pose each source HPN can generate packets from higher layers protocol at a rate of   
bits/sec and the mean seperation distance between the source and destination HPN pairs is 
L  meters (via multiple hops), then the E2E network capacity of the network is (Gupta & 
Kumar, 2000): 

 ,  bit meters / sec   nL   (14) 

The expression in (14) is evaluated without taking into account the lower layer number of 
frequency channels, interference, path loss effects and number of interface cards. In addi-
tion, in order to relate this high level network capacity with actual number of hops in a 
multi-hop wireless network, the overall bits transported in the network can be evaluated as 
follows. Suppose bit b , 1 b n   (bits/sec), traverses  h b  hops on the path from its source 

to its destination, where the thh hop traverses a distance of h
br , then the overall bits trans-

ported in the network in every second is summed and is related to (14) as: 

 
 

1 1
,  bit meters / sec

h bn
h
b

b h
nL r




 
  , (15) 

The inequality in (15) holds since the mean length of the line joining the source and 
destination,  is at most equal to the distance traversed by a bit from its sources to its 
destination (Kyasanur & Vaidya, 2005). 

Let us define  to be the total number of hops traversed by all bits in a second, i.e.,

 1
n

b b


   . Therefore, the number of bits transmitted by all nodes in a second (includ-

ing bits forwarded) is equal to   (bits/sec). Since each HPN node has m  interfaces, and 
each interface transmits over a frequency channel of bandwidth W , with a data rate R  
possible per channel, the total bits per second that can be transmitted by all interfaces is at 

most 
2

Rmn (transporting a bit across one hop requires two interfaces, one each at the trans-

mitting and the receiving nodes). Consequently, the relation between a single channel single 
link rate, the number of interface cards creating single links, the number of nodes in the 
network and the total number of hops traversed by all bits in every second is given by, 

 , bits / sec 
2

Rmn
   (16) 

It should be noted that under the interference protocol model (Gupta & Kumar, 2000), a 
transmission over a hop of length r in a path loss link is successful only if there can be no 



 
Achievable Capacity Limit of High Performance Nodes for Wireless Mesh Networks 

 

163 

active transmitter within a distance of  1 r  . In IEEE 802.11a/b/g/n standards the medium 

access control (MAC) layer protocols execute carrier sense multiple access with collision 
avoidance (CSMA/CA) mechanism that ensures that this condition is satisfied. Figure 7 
illustrates this type of collision avoidance mechanism. To illustrate this concept further, 
suppose node A is transmitting a bit to node B, while node C is simultaneously transmitting 
a bit to node D and both sessions are over a common frequency channel, W. Then, using the 
interference protocol model and the geometry sufficient for successful reception, node E 
cannot transmit at the same time. Mathematically, one has 

            , 1 , and , 1 ,d C B d A B d A D d C D       (17) 

 Adding the two inequalities together, and applying the triangle inequality to (17), we can 
obtain the inequality in (18), 

       , , ,
2

d B D d A B d C D
   (18) 

Therefore, in collision avoidance (CSMA/CA) principle of IEEE standards ,  expression (18) 

can be viewed as each hop covering a disk of radius 
2
  times the length of the hop around 

each receiver. As shown by Figure 7, the total area covered by all hops must be bounded 
above by the total area of the deployment (domain, A). The seperation distance between 
receiver B and transmitter C is at least  AB AB   and that of transmitter A and receiver D 

is at least  CD CD  . 
 

 
Figure 7. Topology of HPNs and Geometry 

 min AB AB

 min CD CD
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From the geometry of Figure 7, we sum over all channels (which can potentially transport 
Rc bits per second) and obtain the constraint formulated as, 

 
 

 
2 2

1 1
,

4

h bn
h
b

b h
r ARc

 

 


  (19) 

this can be rewritten as, 

 
 

 2 2
1 1

1 4h bn
h
b

b h

ARcr


 


  
    (20) 

Since the expression on the left hand side in (20) is convex, one obtains, 

 
   

 
2

2

1 1 1 1

1 1h b h bn n
h h
b b

b h b h
r r

 

   

 
  
   
     (21) 

Therefore, from (20) and (21) one gets, 

 
 

2
1 1

4h bn
h
b

b h

ARcr


 





   (22) 

Substituting for   from (16) in (22), and using expression (15) we have, 

 2
2 ,  bit meters / secmesh

mcC nR


 


 (23) 

Therefore, the E2E asymptotically upper bound capacity limit for a scaling number nodes 
with node density  , and static channel assignment without channel switching mechanisms 
in HPN network is given by 

 

 

,  bit meters / sec    

,  bit meters / sec    

mcnL nR for varying node density

nL nR mc for constant node density






 
    

 

  

 (24) 

4.3. Capacity limit for irregular placement in real network 

Consider Figure 8 that shows the topology of HPNs up to a maximum of 50 nodes placed 
irregularly in a 5km by 5km of an area. This network scenario reflects typical wireless mesh 
network set-ups in rural and remote areas where inter node distance is large and the land-
scape affects network performance. To avoid interference, it is assumed that no any two 
HPNs are placed within a radius less than 400 m at the edge and less than 700m toward the 
centre of the deployment area. However, between any two HPNs the largest separation 
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distance is allowed as much possible as the size of the area can accommodate. The diagram 
indicates one of the possible settlement distribution patterns of the Internet users in com-
munity based networks such as the case of Peebles valley mesh (PVM) networks. 

Theorem 2: The E2E upper bound on capacity of a statically assigned channel network of 

type  ,m c -arbitrary irregular placement of nodes when,  c n
m

  , is given as, 

mcnL O Rn
p




 
   

 
bit-meters/sec. 

 
Figure 8. Irregular placement of HPNs in a 5 km x 5 km 

Proof: Let us consider that in irregular static networks, the node density  varies over space 
(i.e., an area) but stays constant at any given time since nodes are taken to be static. Suppose 
we let the node density   to vary over space with irregularity rate (probability), 0 1p   

then the area A is defined as nA
p

 . Therefore, capacity of the network will depend on 

the expected average node density, p of an irregular placement as well as the number of 
nodes, n . Additionally, HPN nodes have m  interfaces per node and with a data rate of R  
possible per channel. Then, the total bits per second that can be transmitted by all interfaces 

in the network and all channels is at most 
2

Rnmc . 

If we let  1
n

b b


    as the number of bits transmitted by all nodes in a second (includ-

ing bits forwarded). From (22), we found out that  
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2
1 1

4
2

h bhn
h
b

b h

ARRnmcr
 




     (25) 

Alternatively, it has been established that  

 
 

1 1

h bhn
h
b

b h
r nL

 
   (26) 

We have 

  
2 2

2 2

,bit meters / seconds

Anmc mcnL R Rn
p

mcnL O Rn
p


  




 
 

 
   

 

 (27) 

4.4. Capacity limit for clustered placement in real network 

Suppose that n nodes are arbitrarily located (a cluster fashion) on a square of a fixed area 
with LOS ensured between any two neighbouring nodes shown in Figure 9. Note that the 
deployment area is fixed to 5 km by 5 km. To avoid interference no two HPNs can be placed 
at a radius less than 400 m near the edge and less than 700 m toward the centre of the de-
ployment area. Thus, within a cluster a minimum separation distance of 700 m is consid-
ered, while any largest separation distance possible is considered between clusters. Figure 9 
shows the regularly clustered topology indicating how far as possible the separation dis-
tance between the source and destination HPNs. The diagram depicts typical rural commu-
nity networks such as Peebles valley mesh (PVM) networks. The community mesh network 
is considered to adopt such a distribution pattern and the goal would be to find the achieva-
ble capacity over wireless mesh networks. 

Theorem 3: The E2E upper bound on capacity of statically a signed channel network of type 

 ,m c -arbitrary clustered placement of nodes when  c n
m

   is given as 

1 2

1 21
n nnmcnL R
 

          
in bit-meters/sec, where R is the min (R1, R2), n1 are number of 

nodes in a regular cluster and n2 are number of clusters in the network. 

Proof: We assume a clustered placement of the mesh network as a special case of the regular 

HPNs placement. However, in this case the node densities are respectively, 1
1

1

n
A

   as the 

density of nodes within a cluster consisting of 1n  nodes occupying 1A  geographical area 

and 2
2

2

n
A

   as the density of clusters consisting of 2n clusters occupying 2A of an area. This 
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assumption is reasonable since HPNs within a cluster use a shorter transmission range 
compared to that range that is being used by nodes while communicating between clusters. 
The application layer generates the E2E capacity according to Gupta and Kumar model. This 
capacity depends on the number of nodes and can be simplified as nL , bit-meters/sec. 

 
Figure 9. Regularly clustered placement of HPNs in a 5 km x 5 km 

Suppose bit b , 1 b n   (bits/sec), traverses  h b  hops on the path from its source to its 
destination, where the h -th hop traverses a distance of    1 2

h h h
b b br r r    ( having intra-

cluster and inter-cluster hop distances), then one obtains by summing over all bits in the 
network: 

 
 

1 1
,  bit meters / sec  

h bn
h
b

b h
nL r




 
   (28) 

Let us define  to be the total number of hops traversed by all bits in a second, i.e.,

 1
n

b b


   . Therefore, the number of bits transmitted by all nodes in a second (includ-

ing bits forwarded) is equal to   (bits/sec). It is known that each HPN node has m  inter-
faces, and each interface transmits over a frequency channel of bandwidth W , with a data 
rate R  per channel, the total bits per second that can be transmitted by all interfaces is at 

most 
2

Rmn (transporting a bit across one hop requires two interfaces, one each at the trans-

mitting and the receiving nodes). But in clustered networks where bits traverse the intra 
cluster hops and inter cluster hops with R1 and R2 rates respectively. R  takes the minimum 
rate since R  drops with distance. Consequently, we have, 

 ,bits / sec
2

Rmn
   (29) 
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Therefore, using similar arguments and steps provided in the Proof of Theorem 1, the interfer-
ence constraint protocol of the clustered mesh network will still hold. The derived E2E ca-
pacity limit is then upper bound as 

 1 2
2

1 2

2 ,  bit meters / sec  
n nnmcnL R
 

 
      

 (30) 

Hence, the asymptotic end to end upper bound capacity limit for a scaling number of nodes 
with node density 1  and cluster density 2 , and statically assigned channels in HPN 
network is given by 

 1 2

1 2
,  bit meters / sec 

1
n nnmcnL R
 

           
 (31) 

5. Numerical examples using the Peebles valley mesh 

Tables 1 and 2 shows useful data that can be used to determine the achievable capacity limit 
over long links with direct LOS of about 6.505 km from one end of the network to the other. 
The data mimics the physical scenario of PVM as compared to the data sheet values of IEEE 
802.11a and IEEE 802.11n air interfaces, respectively. The computed capacity values assume 
CSMA/CA and the protocol model whereby a transmission over one link is successful only 
if there is no active transmitter within a distance of  1 d  . That is, the distance d  is the 
range between a transmitter and receiver, and  signifies a fraction of one hop distance 
needed to ensure collision-free transmission. The assumption of protocol model is 
reasonable in sparsely placed nodes in rural set-up whereby interference effects can be 
neglected without loss of generality. Furthermore, let the size of data carriers in OFDM 
scheme be, 48cM   with each HPN having an 8dBi omni-directional antenna and 20 dBi 
being the directional antenna (i.e., the combined antenna gain is 630.96 (6.3096 times 100) 
and   in a hilly and foliage area is taken approximately to be three between the frequency 
channels 5.15 GHz and 5.85 GHz (Durgin et al., 1998). Then, from the capacity limit 
expression in Section 3, practical data rates can be obtained. 

5.1. Single link achievable capacity 

Table 1, lists parameters needed to evaluate the achievable data rate for all wireless streams 
of a single link IEEE 802.11a radios. A comparison is made between the achievable data rate 
computed using data from the IEEE 802.11a air interface data-sheet and the data rate of the 
IEEE 802.11a air interface constructed from BB4allTM architecture. It is observed that while 
specifications of other parameters are kept the same in both cases, the combined antenna 
gain is taken to be 9 dBi from the data-sheet and that of BB4allTM architecture to be 28 dBi. 
With these antenna gains, the achievable data rate in standard architecture is 60.792 Mbps 
compared to 183.30 Mbps for the HPNs. This numerical result is explained as follows. When 
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transmission power is kept the same for both cases, an increase in antenna gain due to more 
focussed beams increases capacity substantially. Thus, the HPNs have capacity gains over 
the standard IEEE 802.11a devices. 

 

Parameter Data sheet  BB4all TM architecture 

Maximum single link range (metres), d  ~6505 ~6505

Modulation scheme OFDM OFDM

RF Industrial, Science & Medical (ISM) band 
(GHz), f  

5 5

Number of spatial streams, L  2 2

Combined antenna gain (dBi), antennaK  9 28 

Channel width (MHz) of IEEE 802.11 a, W  20 20

Maximum output power (mWatts) of IEEE 
802.11a radio, P  

50 50 

Reference distance (metres), 0d  5 5

AWGN (mWatts), 0N  1e-10 1e-10

Achievable data rate (Mbps) for all streams, R  60.792 183.30

Table 1. IEEE 802.11a air interface single link capacity 

Table 2 lists parameters needed to evaluate the achievable data rate for all wireless 
streams of a single link IEEE 802.11n radios. A comparison is made between the achieva-
ble data rate computed using data from the IEEE 802.11n air interface data-sheet and the 
data from the BB4allTM architecture. It is observed that while specifications of other pa-
rameters are kept the same in both cases, the datasheet combined antenna gain is taken to 
be 7 dBi and that of BB4allTM architecture to be 28 dBi. With these antenna gains, the 
achievable data rate is 291.33 Mbps in standard architecture compared to 570 Mbps for the 
HPNs. This numerical result is explained as follows. When transmission power and the 
size of the MIMO are constant, an increase in antenna gain increases capacity substantial-
ly. Thus, the HPNs have capacity gains over the standard IEEE 802.11n devices. 
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Parameter Data sheet  BB4allTM architecture 

Maximum single link range (metres), d  ~6505 ~6505

Modulation scheme OFDM OFDM

RF Industrial, Science & Medical (ISM) band 
(GHz), f  

5 5

Number of spatial streams (2xMIMO), L   2 2

Combined antenna gain (dBi), antennaK  7 28 

Channel width (MHz) of IEEE 802.11 a, W  40 40

Maximum output power (mWatts) of IEEE 
802.11a radio, P  

100 100

Reference distance (metres), 0d  5 5

AWGN (mWatts), 0N  1e-10 1e-10

Achievable data rate (Mbps) for all streams, R  291.33 570

Table 2. IEEE 802.11n air interface single link capacity 

5.2. End to end achievable capacity under different HPN placements 

Tables 3 and 4 show the E2E numerical values of capacity, right from the ethernet at one end 
of the network to ethernet at the other end of the network. Consider a wireless mesh net-
work made up of IEEE 802.11a and IEEE 802.11n (Cisco systems, 2011) HPNs. Suppose typi-
cal information available are: the radio interfaces 2m , the orthogonal channel 2c , the 
deployment area 5000 5000A m m   and the bandwidth 20W Mhz  and carrier frequen-
cy of 5.85 GHz. Assume that Carrier sense multiple access with collision avoidance 
(CSMA/CA) protocol is employed in order to identify pairs nodes that can simultaneously 
transmit (Kodialam and Nandagopal, 2005). In this protocol, neighbours of both an intended 
transmitter and receiver have to refrain from both transmission and reception in order to 
avoid collisions. Practically, we can let  =10% of one hop distance to be sufficient enough 
to prevent neighbouring nodes from transmitting on the same subchannel at the same time. 
One hop distance is approximately 2100 m.  This study also assummed an optimized link 
state routing (OLSR) protocol that proactively maintains fresh lists of destinations and their 
routes (Johnson, 2007). These routing tables are periodically distributed in the network. The 
protocol ensures that a route to a particular destination is immediately available. Couto et al 
(2005) proposed an expected transmission count (ETX) metric to calculate the expected 
number of retransmissions that are required for a packet to travel to and from a destination. 
ETX metric is adapted in this study as a default routing metric to determine the amount of 
successful packets at any receiver node from a transmitting neighbour within a window 
period. ETX metric is also viewed as a high-throughput path metric for multi-hop wireless 
mesh network (Couti et al., 2005). Using such information, we can illustrate the end to end 
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(E2E) capacity limit with practical examples of network deployments. In particular, consider 
the following cases: 

a. Regular pattern when 10n and when 50n , the node density is distributed with 
uniform probability of one. 

b. Irregular pattern when 10n and when 50n . Assume that the average distance of 
source-destination pair is 6505 m. The value enables the computation of achievable ca-
pacity over direct LOS path (i.e., without multi-hops) between the source and destina-
tion nodes. Nodes are assummed to be placed irregularly with a rate (probability) p , 
taken arbitrally as  0.9. Note that 0 1p  . The choice of p  depicts the severeness of the 
irregular  placements of HPNs, with smaller values of p  depicts more irregular envi-
ronment and larger value shows that the placement of nodes in an area is carefully 
planned. 

c. Regularly clustered pattern above  when 10n  and 5 clusters each of 2 nodes, as well 
as when 50n  with 5 clusters each of 10 nodes. 

 
 

HPNs placement in a 
5 km x 5 km area 

No. of HPNs Achievable link capacity 
(Mbps) 

E2E achievable 
capacity (Mbps) 

 

Regular at p = 100% 10 R(2100 m) = 281.12 0.5192

 50 R(700 m)   = 376.22 0.9322

Irregular at p = 90% 10 R(2100 m) = 281.12 0.5473

 50 R(700 m)   = 376.22 0.9827

Clustered 10 R1(700 m) = 376.22
R2(4200 m)= 221.13 
R = min (R1, R2) 

0.4202

 50 R1(700 m) = 376.22
R2(1400 m)= 316.22 
R = min (R1, R2) 

0.5374

Table 3. IEEE 802.11a of HPNs of BB4all TM architecture 
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HPNs placement in a 
5 km x 5 km area 

No. of HPNs Achievable link capacity 
(Mbps) 

E2E achievable 
capacity (Mbps) 

 

Regular at p = 100% 10 R(2100 m) = 722.24 1.3339

 50 R(700 m)   = 912.44 2.2609

Irregular at p = 90% 10 R(2100 m) = 722.24 1.4061

 50 R(700 m)   = 912.44 2.3832

Clustered 10 R1(700 m) = 912.44
R2(4200 m)= 602.24 
R = min (R1, R2) 

1.1443

 50 R1(700 m) = 912.44
R2(1400 m)= 792.44 
R = min (R1, R2) 

2.0201

Table 4. IEEE 802.11n of HPNs of BB4allTM architecture 

Table 5 illustrates the achievable E2E capacity results of the BB4allTM architecture 
compared to closely related work on dual radio dual channel analytical results by Kyasanur 
and Vaidya (2005). 
 

Dual-radio dual-
channel mesh 
network 

Consists of IEEE 
802.11a  HPNs: 
regularly placed 

Consists of IEEE 
802.11n  HPNs: 
regularly placed 

Arbitrary network of 
dual radio dual 
channel (Kyasanur and 
Vaidya, 2005) 

Upper bound capacity 
value (of 50 nodes) in 
Mbps in a 5 km x 5 km

0.9322 2.2609 0.01 

Table 5. E2E achievable capacity gain of BB4allTM  architecture 

5.3. Discussions on E2E achievable capacity 

It should be noted from both Tables 3 and 4 that in a fixed area of 5 km by 5 km, the E2E 
achievable capacity evaluated shows that there is lower capacity when number of HPNs is 
ten than when the number is 50 in all node placement scenarios. The main reason is that a 
series of long links created between any two immediate nodes degrades the achievable E2E 
capacity. This was proven by single link capacity models in Section 3. For instance, at ten 
HPNs in the fixed sized network, the hop distances are much larger than the case for 50 
HPNs. In each hop, the propagating signal faces path loss effects due to terrain irregularity, 
foliage and wireless medium conductivity. The implication is that signal traversing longer 
hop distances are faced with higher attenuation and lower E2E capacity than signal propa-
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gating over shorter hops. The numerical results plotted in the tables 3 and 4 also showed 
that HPNs distributed with irregularity rate (probability) of 90% provides the highest E2E 
achievable capacity limit compared to the three node placement scenarios. This means that 
when HPNs are distributed with irregularity rate of 90%, the probability of finding some 
nodes in some areas will likely reduce by 10%. However, with the same number of nodes and 
fixed area of deployment, the inter hop distances where nodes occur will be much smaller by 
10% than in regular placements. But shorter hops imply higher capacity if and only if there is 
no interference as we have noted with single links. Moreover, according to Li et al. (2001), 
increasing or keeping constant the number of nodes placed in a fixed area automatically in-
creases or keeps constant the average node density. The average node density is inversely 
proportional to the E2E capacity according to Theorem 2. Thus, a lower average density in an 
irregular node placement for the same number of nodes will yield a higher E2E capacity if and 
only if the area of deployment is fixed or decreased. Using similar argument, when values of 
p  is decreased (i.e., 0.8, 0.7, 0.6, etc), the average   decreases proportionately and if the area 
of deployment is fixed or reduced then for the same number of nodes, the capacity will in-
crease. Interestingly, Tables 3 and 4 showed that in regularly clustered placements, the E2E 
capacity limit values are least compared to other placement scenarios. The explanation is mo-
tivated by viewing that there is long distances between clusters and shorter distances between 
HPNs within a cluster. While, the former situation exacerbates achievable capacity, the latter 
improves capacity. The contributing factor within a cluster is then the inter-cluster distances 
that degrades the overall capacity that can be achieved.    

At n = 50 the achievable E2E capacity for clustered placement is almost two times less than 
one related to regular or irregular patterns in the case of IEEE 802.11a air interface network, 
but in the case of IEEE 802.11n air interface network it becomes more or less comparable. In 
Section 3, characterization of influence of multipath, multiple antennas, and hop distance on 
the link capacity revealed that multipath and distance predominantly affect capacity in IEEE 
802.11a air interface, while multipath and the number of antennas predominantly influence 
the achievable capacity in IEEE 802.11n air interface. Because clustered placements irrespec-
tive of the number of antennas per HPN provide longer hop distances between one cluster 
and other, one expects much worse E2E capacity value in a clustered IEEE 802.11a air inter-
face compared to regular and irregular placements. 

It was also noted that network throughput dropped significantly from source HPN to the 
destination HPN or gateway. In particular, the drop was by about 99% across 3 long distance 
hops and by about 99% across 3 long distance hops considering regularly deployed HPNs 
from Tables 3 and 4, respectively. The general explanation is that, the channel gain drops with 
increase in propagation distance, and there are also overhead losses associated with medium 
access control (MAC) and the multi-hop routing such that the number of packets sent is not 
equal to the number of packets received successfully. Despite this observation, HPNs derived 
from IEEE 802.11n radios have a better E2E capacity achievable mainly due to the MIMO tech-
nologies that are capable of combating multi-path fading (Franceschetti et al., 2009).  

In arbitral network, with a combined antenna gain of 9dBi, hop distance of 700 m, 
bandwidth of 20 MHz, transmitted power output of 100 mWatts and 1e-10 Watts, the 
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conventional analytical results of Kyasanur and Vaidya (2005) was compared with the 
HPNs of the BB4allTM architecture. Data from Table 5 shows that HPNs of the latter with 
special radios and antenna arrangements is more superior to the HPNs with standard 
antenna gains. While all cases considered dual radio dual channel specifications, the HPNs 
of the BB4allTM architecture have higher throughput antenna configurations than the work 
proposed by Kyasanur and Vaidya (2005). 

6. Conclusion and future work  
The BB4allTM architecture makes use of omni-directional antennas to maintain mesh connec-
tivity, while directional antennas support information relay over long distances with high 
power gains. It was found that the impact of multipath and MIMO of IEEE 802.11a/n air 
interfaces on achievable capacity can be characterized by OFDM modulation scheme, anten-
na configurations, and multiple streaming of frames or packets. Both the analytical and 
numerical results showed that the higher the dimensions of these parameters, the higher the 
achievable capacity due to benefits derived from channel diversity. It was also confirmed 
based on related previous works that increasing the number of interfaces per HPN and 
channels in the network does increase the achievable E2E capacity in any arbitral network 
placement. One of the contribution of this study was the innovation constructed to improve 
performance of the commercially available WLAN devices. The pillar of innovation was that 
increasing the antenna gains could improve capacity of real networks even without increas-
ing the power settings of the transmitter. 

The CSIR Meraka Institute, South Africa, through living lab initiatives, are currently gather-
ing field data regarding end-to-end capacity that is experienced by rural community Inter-
net users. The findings will be assessed with a view of considering possible improvements 
of future network architectures that can provide high data rates. Other possible exploration 
of increasing capacity of community networks (i.e., Peebles valley mesh in South Africa) 
include utilization of unused frequency (TV white space) spectrum. The TV white spaces 
spectrum fosters high capacity signal transmissions over long distances in rural terrains. 
Thus, cognitive and foraging radio techniques are promising tools toward spectrum and 
energy efficient network management for the next billion internet users. It should also be 
noted that, although the theoretical derivations were applied to the PVM network, they 
could also be applied to other rural deployments as well. 

Author details 
Thomas Olwal, Moshe Masonta, Fisseha Mekuria and Kobus Roux 
CSIR Meraka Institute, South Africa 

Acknowledgement 
Authors would like to acknowledge the CSIR Meraka for financial support, Ishmael Makitla 
for the HPN diagram and the INTECH Book Publishing Editor for considering the chapter 
proposal for submission.  



 
Achievable Capacity Limit of High Performance Nodes for Wireless Mesh Networks 

 

175 

7. References 

Abhayawardhana, V.S.; Wassell, I. J.; Crosby, D.; Sellars, M. P. & Brown, M. G., (2004).    
Comparison of empirical propagation path loss models for fixed wireless access 
systems, In Vehicular Technology Conference, 2005. ISSN: 1550-2252. 

BelAir Networks. (2006). Capacity of wireless mesh networks: understanding single radio, 
dual radio and multi-radio wireless mesh networks, White paper, pp. 1-16, BDMC00040-
C02. 

Berthilson, L. & Pascual, A. E. (2007). Link performance parameters in IEEE 802.11: How to 
increase the throughput of a wireless long distance link, White paper, April 2007. 

Bracewell, R. N. (1986). The Fourier transform and its applications, McGraw Hill, 1986. 
Cisco Systems Inc. (2011). Channels and maximum power settings for Cisco Aironet lightweight 

access points.  Pp. 1-130, No: OL-11321-08. 
Couto, D. S. J. D.; Aguayo, D; Bicket, J. & Morris, R. (2005). A high-throughput path metric 

for multi-hop wireless routing. Wireless Networks Journal, Vol. 11, No. 4, pp. 419-434. 
Durgin, G.; Rappaport, T. S. & Xu, H. (1998). Measurements and models for radio path loss 

and penetration loss in and around homes and trees at 5.85 GHz. IEEE Transactions on 
Communications, Vol. 46, No. 11, pp. 1484-1496. 

Eriksson, J.; Agarwal, S.; Bahl, P. & Padhye, J. (2006). Feasibility study of mesh networks for 
all-wireless offices, In Proceedings of MobiSys’06, June 19-22, 2006, Sweden, pp. 69-82: 
ISBN: 1-59593-195-3. 

Franceschetti, M,; Migliore, M. D. & Minero, P. (2009). The capacity of wireless networks: 
information-theoretic and physical limits. IEEE Trans. on Information Theory. Vol. 55. No. 
8, pp. 3413-3424. 

Gupta, P., and Kumar, P. R. (2000). The capacity of wireless networks.  IEEE Transactions on 
4 Information Theory, Vol. 46, no. 2, pp. 388-404, March 2000: ISSN: 0018-9448.  

Intini, A. L. (2000). OFDM wireless networks: Standard IEEE 802.11a. Technical report at the 
University of California Santa Barbara.  

Ishmael, J., Bury, S., Pezaros, D., and Race, N. (2008). Deployment rural community wireless 
mesh networks. IEEE Internet Computing. Vol. (2): 22-29: DOI: 1089-7801/08/2008 IEEE. 

IEEE 802.11 Standard Working Group, (1999). Wireless LAN medium access control (MAC) 
and physical layer specifications: high speed physical layer in the 5 GHz band, IEEE 
802.11a standard.  

Johnson, D. (2007). Evaluation of a single radio rural mesh network in South Africa, 
Proceedings of International Conference on Information and Communication Technologies, 
Bangalore, India, December 2007, ISBN: 

Johnson, D. & Roux, K. (2008). Building rural wireless networks: lesions learnt and future 
directions, Proceedings of 2008 ACM Workshop on Wireless Networks and Systems for 
Developing Regions, San Francisco, California, USA, 19 September 2008, pp. 17- 22, ISBN: 
978-1-60558-190-3 

Kobus, R., et al. (2009). Broadband for all (BB4all)TM: CSIR Science Scope, Magazine, 
Magazine, Vol. 3, no. 3, January 2009, pp. 16-17. 



 
Wireless Mesh Networks – Efficient Link Scheduling, Channel Assignment and Network Planning Strategies 

 

176 

Kodialam, M., and Nandagopal. T. (2005). Characterizing the capacity region in multi-radio 
multi-channel wireless mesh networks. MobiCom’05, August 28-September 2, 2005, 
Cologne, Germany: ISBN: 1-59593-020-5. 

Kyasanur, P. & Vaidya, N. H. (2004). Routing and interface assignment in multi-channel 
multi-interface wireless networks, Technical Report of  Department of computer science at 
the University of Illinois at Urban-Champaign, pp. 1-7, ANI-0125859. 

Kyasanur, P. & Vaidya, N. H. (2005). Capacity of multi-channel wireless networks: impact of 
number of channels and interfaces, Technical Report of Department of computer science at 
the University of Illinois at Urban-Champaign, March 2, 2005. 

Li, J.; Blake, C.; De Couto, D. S. J.; Lee, H. I. & Morris, R. (2001). Capacity of Ad hoc Wireless 
Networks, Proceedings of MobiCom Conference, July 2001, Rome, Italy, pp. 61-69, ISBN: 1-
58113-486-X 

Mesh Dynamics Inc., (2010). Wireless mesh networks that scale like switch stacks, Available 
at http://www.meshdynamics.com. 

Makitla, I. ; Makan, A. & Roux, K. (2010). Broadband provision to underprivileged rural 
communities.  In Proceedings of CSIR 3rd Biennial Conference 2010. Also available at 
www.csir.co.za : Reference no: HE04-PO-F. 

Mekuria, F.; Masonta, M. T., and Olwal, T.O. (2012). Future networks to enable wireless 
broadband technologies and services for the next billion users, In Proceeding Future 
Network & Mobile Summit 2012, Berlin, Germany, 4-6 July 2012. 

Miu, A., Balakrishnan, H., and Koksal, C. E. (2007). Multi-radio diversity in wireless 
networks,  Wireless Networks, pp.13:779-798. DOI:10.1007/s11276-006-9854-2. 

Olwal, T. O. (2010). Decentralised dynamic power control for wireless backbone mesh networks, 
PhD Thesis, University of Paris-EST and Tshwane University of Technology. 

Olwal, T. O et al. (2011). Optimal control of transmission power management in wireless 
backbone mesh networks, In: Wireless Mesh Networks, Funabiki, N (Eds). PP. 3-28, 
InTech, ISBN: 978-953-307-519-8, Croatia. 

Tse, D., and Viswanath, P. (2005). Fundamentals of wireless communication,  Chapter 5 and 
Chapter 7, University of California Berkley. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


