








TABLE! 

PROPERTIES OF RAW MATERIALS 

COTTON Delta pine Acala WOOL Scoured Scoured 
5826 1517/70 Wool A WoolB 

2,5% Span Length (mm) 28,3 27,5 Mean fibre length (mm) 55,5 50,3 
50% Span length (mm) 12,8 12,7 (WIRA single fibre 

length) 
CV(%) 41,8 50,8 

Uniformity Ratio(%) 45 46 Mean Fibre Diameter 21,4 20 
(µm) (Projection 
Microscope) 

Maturity Ratio 0,81 0,95 CV(%) 25,3 23,1 
Fineness (mtex) 164 156 Dichloromethane 

Extractable Matter (o/o) 0,24 0,48 
Micronaire 3,7 4,0 Vegetable Matter and 

impurities in Greasy 
Wool(%) 2,61 2,01 

''0'' Gauge tenacity Vegetable matter* 
4,5 (cN/tex) 34,6 41,4 in Scoured wool 7,8 

Pressley (1000 psi) 70 85 
3,2 gauge tenacity 

(cN/tex) 25,24 23,4 
Extension (%) 7,18 7,1 
Trash (%) Visible 2,26 1,53 

Invisible 2,07 1,37 
Total 4,33 2,9 

*Shirley Analyser for Wool.

TABLE II 

WOOL FIBRE LENGTH* AND VEGETABLE MATTER AT EACH 
PRODUCTION STAGE (LOT A) TRIAL 1 

Vegetable 
m.f.l.* CV(%) Matter 
(mm) (Shirley 

Analyser) 
(%) 

Raw material - Scoured 55,5 41,8 4,5 
Lap 41,2 49,9 2,48 
Single Card Sliver 40,0 46,8 0,29 
Tandem Card Sliver 32,6 55,8 0,0004 

*WIRA Singie fibre length
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